Material: engineering plastic
Color Classification: SL280 (12V Head 3M)
Drive mode: Magnetic
spray height: 25CM
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Model: SL280

Voltage: DC12V/ Interface: DC female .

Water inlet: 8mm
{Water outlet: 8mm
Size: 55x52x40mm

Power: 4
Head: 3m
jFlow rate: 280L/H

/
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Precautions

Matters needing attention

1The water pump is DC, please take the water pump + power supply option to connect to the socket
2 Connect the solar panel and battery, you need to add a voltage limiter }

Ifthese accessoris are already available, they need to be paired according fo the rated voltage of the water pump

3 No overpressure power supply
4The water pump cannot be operated without water or without water, and the land and water pumps need to follow the rules of land use.
5 Ordinary water pumps cannot be used in liquids higher than 55°C, and the high temperature resistant series shall
not Above 100°C

6 Do not inhale large particles of hard objects without adding filter accessories

Tthe polarity of the circuit shall not be reversed

Agood water pump should have a good operating environment to be durable
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Frequently asked questions -

Answer to the question

the height of the lt after the head is connected to the corresponding caliber water pipe, the height of the i not the height of the spray
2The maximum water output of the flow rate decreases with the increase of the *

head 3 Power supply 110 or 220V to DC transformer, switching power supply is not suitable Connect *
to brushless DC water pump

4 Wide voltage can be powered between 12-24V, and the parameter stickers only mark the maximum value |
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