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THE MAIN
PARAMETERS

Product name: Audio amplifier board
Product model: XH-M510
Input voltage: DC15-32V
Output power: 100W*2
Output impedance:

4-89 Line type: Class

D Chip selection: TDA7498
Harmonic distortion: PO=1W/0.05%
Frequency response range: 18-100KHZ
Switching frequency: 360KHZ
Signal-to-noise ratio:

110DB Appearance size: 96*64"25MM |
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(Class D cigtal poer ampifer 8 mod! masterieces of e same kind

TDAT7498 is a 100W+100W class D audio amplifier.And adopt EPU hyperthreaded
package with exposed thermal pads facing up, regardless of sound quality or performance
Are superior to similar amplifiers!




image3.jpeg
Brand new original semiconductor chip
.

The IC chip of TDA7498 is powered by a single power supply, which is mainly used in home theaters and
In the active speaker.
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Output power 100W+100W (VCC=32V, RL=49, THD=10%)
Wide format (14~30V) single power supply ,

tHigh efficiency (n =85%)

Four-stage gain is optional (21.6DB, 27.6DB, 31.1DB, 33.1DB)
Differential input is used to greatly reduce common-mode noise

With shutdown mode and mute mode ;

With intelligent protection function

Wit overheating protection function &
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OPERATING I Worling charactersfics
CHARACTERISTICS

2.1 Extreme working conditions

‘Symbol| fesiin
CC“erC power supply voltage (pins PVCCA, PVCCB, SVCC)
\/; | Input pins STBY, MUTE, INNA, INPA, INNB, INPB, -0,
GAIN, MODE voltage range
iy om ey e
|Tuperatmg ambient temperature range

22 Thermal parameters.

[symbol oo} Neimumikz| | Typical value mximum value unit £
[Riti-case _| Tremal g esstance (scton o case)_| = 30 2 =]

2.3 Recommended working condifons *

Symbol| =
WEC power supply voltage (pin PVCCA, PVCCB,
p===Tsvee)

[y antient emperature

s vr

Momum e _| Typical value maximum value unit
36

0 |- 70 “c!






 


 


 




     

