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====================================================================
 Observations/Test Report:
Switch on BOTTOM level
Mode: MIX ( Name is given on board)
 
Connection ==>1 pin Yellow cable-ch2
                   ==>3 pin cable-ch3
 
When Ch2 throttle moves in downward position,
M1= CW dir.
M2= CCW dir.
 
When Ch2 throttle moves in upward position,
M1= CCW dir.
M2= CW dir.
  
Special case 1: When Ch2 and ch3  throttles moves in downward pos.,
M1= CW dir.
M2= OFF.
 
Special case 2: When Ch2 and ch3  throttles moves in upward pos.,
M1= CCW dir.
M2= OFF.





When Ch3 throttle moves in downward position,
M1=CW  dir.
M2=CW dir.
 
When Ch3 throttle moves in upward position,
M1= CCW dir.
M2= CCW dir.
--------------------------------------------------------------------------------------------------------------------
 
Switch on TOP level
Mode: Independent  
 
Connection ==>1 pin Yellow cable-ch2
                    ==>3 pin cable-ch3
 
When Ch2 throttle moves in downward position,
M1= OFF. No movement.
M2= CW dir.
 
When Ch2 throttle moves in upward position,
M1=  OFF. No movement.
M2=  CCW dir.
 
 




Special case 1: When Ch2 and ch3  throttles moves in downward pos.,
M1=  CW dir.
M2=  CW dir.
 
Special case 2: When Ch2 and ch3  throttles moves in upward pos.,
M1=  CCW dir.
M2=  CCW dir.
  
When Ch3 throttle moves in downward position,
M1= CW dir.
M2= OFF. No movement.
 
When Ch3 throttle moves in upward position,
M1= CCW dir.
M2= OFF. No movement.
 
==========================================================================================================================================
Analysis:  A) In Independent mode, the 1 motor is OFF. 1 motor is ON.
                 B) In Mixed mode, both motors are ON.  
==========================================================================================================================================
