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~| NY-DO1 NY-D02 NY-DO3 NY-D04 NY-D0O5 _|
_1 Power supply AC9-12V 3w 50HZ/80HZ (AC power supply must be used, DC cannot be triggered)
72 Start mode, pedal or other passive normally open point (note that it must be a normally open point, and active signals cannot be used)

3 trigger form Imported ghtchess for SCR Punch Wkiransformer
4 Display form 0.36 digital tube 0.56 digital tube LCD screen 0.56 digital tube| 0,56 digital tube
5 adjustment methods Potentiometer/knob encoder + buton encoder + buton button bution

6 time range 1-50 1-99 1-99 1-99 1-99

7 Current range 30-991 300-999 30-99 30-99 30-99

8 welding output single pulse Double puise: ‘Doublepuse " Single puse: Single puise
[ — = e b =
10 couvnlmg function § e} a2 bave b e
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SCR module or two

13Dr

Connect to the SCR module. The factory board has a SCR.

ive controllable TRIAC, 100A and below, can drive a G-class, not external -

Back-to-back one-way SCR
(G1K1 G2K2)

[Factory does not cotan SCR
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Microwave oven transformer

controller

9V transformer

AC220V/110V' .
Foot switch :
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[Self-made spot welding machines can easily fail (in fact, they either fail or fail. It's just the
effect of your own imagination), the essence is the current item, so it's not Systematically understand
and learn, while learing from other friends or relying on your own imagination. Just buying a bunch of things is
not necessarily done well; whether it sirong o not is not a part. Its decided that some people can't light 0.15
pure inlaid with 900W copper, and some people can'tlight 800W with 800W copper. Aluminum can also be inaid /
with 0.15 pure points. The one who can do this knows that the transformer is not strong enough, so he wraps
itaround. The wiring is strengthened to 30 square meters, and then the winding wire s directly spot-welded to the needle, no
Use a quick-connect seat without a brass welding pen,

“There is also the orginaluse ofhigh-curent footswitch o directly manually control the transformer on and off For
spot welding time, the control board is now used instead, and the entire current and voltage efficiency is Ifs
“definitely not as good as the original, the thyristor has a voltage drop loss, and the conduction waveform must
be Itis cut off a little bit, and there are other electromagnetic attenuation, which can only be straight
through. 80-90%, so after moifying the board, it is recommended to ask why itis not as strong as the original
one. Don'ttransform it

Note: 41A SCR can generally only be connected to one 700W-800W primary aluminum wire The transformerf
800W900W full copper is clicked a few times most of the time, it will be damaged. Bad, it is recommended
to change to 100A and connect 2 transformers, whether aluminum or copper, it must be Change to 100A
SCR Transformers with other ring cattle o other unknown parameters ( Some go to refrofit spot welding machines of about
three or four hundred yuan, and those original transformers are initially equipped with transformers. The level does
not have many tums, itis a transformer that is more magnetically saturated than a microwave oven transformer.

, The actual power is not farge but the working current is very large, 41A (package breakdown)
Generally, 100A is required, so it is safer.Also because of these reasons, so
There is no warranty for SCR alone!




image4.jpeg
Scren-free quick-connect teminal: hod the above with your hand
Protrude, insert the thread in, loosen your hand, and the

e wil be It pressed, s very conveient o use.
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