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1, fine spray particles, heavy fog volume, not wet desktop.
2. Low driving voltage, low power, low impedance, stable waveform and high conversion efficiency;
3. Atomizing spray, 5um superfine spray aperture and 740 super dense spray hole.
4. The protective coating process of anti silver oxide layer on the surface of atomization sheet has long service life.

Circuit board parameters
Circuit board product voltage DV 5V, current 300mA, power 2W, frequency 108khz, fixed frequency single chip microcomputer.
Drive plate size: length 35 × Width 20 × 17mm high.
The chip has the function of automatic timing shutdown. 5V USB power supply mode, which can be powered by Android mobile phone charging cable.
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fiber board
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Model:DIY-1




image2.jpeg
Invalid switch

If there is no need to control
spray through the switch, the
switch function will be inval-
id. The function of spraying
after power-on is needed,
and the two pads can be
welded together. After no
switch function, the timer
spray function is also invalid,
and it will spray all the time,
and there is no timer shut-
down function.

External wire

Do not transfer to USB via micro
The power cord needs to supply
power directly from an external
power source. Shell welding
these two +,-pads, correspond-
ing to the positive and negative
pole symbol pad welding wire,
you can directly supply power
to the circuit board
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Outer diameter
of rubber ring
20mm

Rubber ring
thickness 4 mm

Red wire positive black wire negative

Cable length 80 mm

Terminals at the
end of the wires

Atomized sheet
stainless steel sheet
Net diameter 16 mm

Stainless steel sheet +
piezoelectric ceramic sheet

Waterproof glue on wire solder joints

to prevent disconnectionThe anti-oxidation silver
layer on the surface of the atomized film protects
the coating to prevent oxidation of the atomized
film steel sheet with bumps




