
09-1 Note: All specifications are subject to change without notice.www.aaeon.com

0
9

UP Boards

UP Developer Board with Intel® Pentium® N4200/ Celeron® N3350/ Atom E3950 ™ Processor SoC

UP 4000

Features
	■ Intel® Pentium® N4200/ Celeron® N3350/ Atom E3950 ™ 
Processor SoC
	■ Onboard LPDDR4 Memory up to 8GB
	■ Onboard eMMC Storage up to 64GB
	■ Gigabit LAN x 1,  HDMI x 1, USB 3.2 Gen 1 (Type A) x 3
	■ 12V DC-in, 5A
	■ 40 pin GPIO x 1
	■ 6 pin wafer for Audio x 1  

System
Processor Intel® Pentium® N4200/ Celeron® N3350/ Atom E3950 ™ Processor SoC

Graphics
Intel® Gen 9 HD, supporting 4K Codec Decode and Encode for HEVC4, 
H.264,VP8

I/O HDMI x 1

Camera —

USB
USB 3.2 Gen 1 (Type A) x 3
USB 2.0 pin header (10 pins in total) x 2
1x USB3.0 OTG via USB type C 

Expansion

40 pin GPIO x1
via carrier board:
M.2 2230/2242/2280 x1
M.2 3052 x1

RTC Yes

Power 12V DC-in @5A

Dimension 3.37”x 2.22”( 85.6mm x 56.5mm)

Memory onboard LPDDR4 max to 8GB

Storage eMMC 32GB/ 64GB

Display Interface
HDMI 1.4bx 1
DP 1.2 via USB TYPE C Connector 

Ethernet Gb Ethernet (full speed) RJ-45 x 1

OS Support
Microsoft Windows 10 (full), Windows IOT Core
Yocto project 3.1 Kernel 5.4
Ubuntu 20.04 Kernel 5.4 

Operating Temperature 32°F ~ 140°F (0°C ~ 60°C)

Operation Humidity 10% ~ 80% relative humidity, non-condensing 

Certification CE/FCC Class A, RoHS Compliant

Specifications
USB 3.2 Gen1 x1/HDMI

UART pin

Audio pin
header

40pin GPIO

12V DC-in 
Power Jack

USB Type C

USB 3.2 Gen1 x2 LAN x 1

USB 3.2 Gen 1

PRELIMINARY
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UP 4000

Block Diagram

Dimension Unit: mm

Packing List

Ordering Information

• UP 4000 with Heatsink

Apollo Lake
N3350/
N4200

31mm x 24mm

eMMC eMMC

16/32/64/128 GB 
2GB (2ICs) 2x32b

LPDDR4 2400MT Max. 8GB

2GB (2ICs)

12V

USB3.2 Gen1

HDMI 1.4b

USB Type C

ALC888
HDA

6 PIN WAFER
LINE OUT

MIC IN

2 PIN CONNECTOR
FAN

DC JACK
PHEONIX CONN
COLAY

RTC CONNECTOR
3.3V

6 Pin Header

PWR BTN

LATTICE
LCMXO2-640HC-6MG132C HAT 40 PIN

USB2.0 X 2
HSUART0

Pitch 1.0mm conn
10 PIN

TDP : 12W
RESET BTN
SPI Programing

5V@0.5A
3.3V@0.5A

12V@0.5A

5V@3A
USB 3.2 Gen1+ Display 1.2

12V
12V

SPI¡BI2C¡BI2S

ADC¡BPWM
UART¡BGPIO

On Board Function

Connector Function

Power

5V@0.9A

12V@1.4A

PCIE
RJ45 CONN

PCIe/USB + SMB
FPC Conn.

SPI TPM

RTL 8111

SLB9670VQ20

5V@1A DDI0

DDI1

5V@0.9A

5V@0.9A

GPIO
LED-Yellow / Red / Green

GPIO LED-Blue

LED-Blue
S3 Power

Power States LED

EJ899I

USB 3.2 Gen1 TYPE A

Up to 3840x2160@30Hz

Up to 4096x2160@60Hz

Support OTG

USB 3.2 Gen1 TYPE A

USB 3.2 Gen1 TYPE A

USB3.2 Gen1

USB3.2 Gen1

USB3.2 Gen1

4 Pin Wafer

LATTICE
LCMXO2-640HC-6MG132C

PN CPU Memory Storage TPM 2.0 Gbe LAN Audio wafer

UP-APL03C2F-A10-0232 Apollo Lake N3350(F1) 2GB 32GB yes Realtek RTL8111H yes

UP-APL03C2F-A10-0432 Apollo Lake N3350(F1) 4GB 32GB yes Realtek RTL8111H yes

UP-APL03P4F-A10-0432 Apollo Lake N4200(F1) 4GB 32GB yes Realtek RTL8111H yes

UP-APL03P4F-A10-0864 Apollo Lake N4200(F1) 8GB 64GB yes Realtek RTL8111H yes

UP-APL03X7F-A10-0464 Apollo Lake E3950(F1) 4GB 64GB yes Realtek RTL8111H yes
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